
Next generation primary backing 

With Colback UMX70, Colbond extends its range of

proven high-performance nonwovens. UMX70 is an

innovative low weight (70 g/m2) backing, which is

specifically designed to provide the properties

needed in basic tuft constructions.

The continuity of the production process and the quality

of the finished carpet is largely determined by the 

properties and performance of the primary backing. 

At the same time, carpet manufacturers seek to 

minimize the use of valuable raw material and to keep

costs under control. One way to achieve these goals 

is to select low weight backings.  

Whilst traditional backings cease to perform below 

80-90 g/m2, Colback UMX70 goes a step further. 

Quality • Performance • Innovation

Unrivalled
Performance

Ultra light primary backing
for tufted carpets
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UMX70 enriches 
the Colback 
product range:
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Colback UMX70 is based on an innovation in the

Colback manufacturing process that optimizes the 

uniformity of filament distribution and reduces the 

variation in stitch holding thus enabling a weight 

reduction to 70 g/m2. Thanks to the bi-component

(skin/core) composition of Colback yarns, the resulting

primary backing delivers excellent strength and stability. 

Colback UMX70 product characteristics
Weight : 70 g/m2

Filament dtex: 10 
Color: Gray
Roll length: 800 – 1150 lm
Maximum width: 525 cm

Colback UMX delivers the same characteristics and
high performance as traditional Colback products.

Unique Colback UMX70 features
• Outstanding mass consistency at low weight

• Low variation in stitch holding

Your benefits
• Efficient use of valuable raw material 

(reduced environmental impact)

• Cost savings with no quality reduction in the 
finished product

Requirement for basic tuft constructions
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Colback UMX70 – the optimum
primary backing for basic carpet
tile constructions

Recommended application:
Straight loop piles 
Pre-colored PP or PA carpet yarn 
Max. 600 g/m2 yarn weight

Colback UMX70 significantly
exceeds the performance of
other low weight PET primary
backings 

Tear strength of a loop pile carpet
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Stability of a loop pile carpet,
resistance to 5% deformation at 100°C
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UMX70 Competitor 
PET primary

backing 80 g/m2

UM80


